J$TRICORE

Metal gearbox motor

BFM1215 SERIES

Reduction Ratio:160:1
Output : APPROX 0.452W
Weight : 11.6g (approx)

App ication

Intelligent door lock

VOLTAGE NO LOAD AT MAXIMUM EFFICIENCY STALL

SPEED | CURRENT | SPEED | CURRENT TORQUE OUTPUT TORQUE CURRENT
MODEL OPERATING | \ Q a

RANGE . .
r/min A r/min A gf-cm mN-m w gf-cm mN-m A

21BFM
1215140 3.0~5.0 4.5 130 0.12 109 | 035 1300 | 127.45 | 0452 | 300 | 24.41 1.8

21BFM1215140

DIRECTION OF ROTATION
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WIRE:UL1571 AWG28%
Housing: JST-PHR-2

MODEL: 21BFM1215140
SPEED CURRENT POWER

EFFICIENCY CURRENT
n(%)  SPEED  I(mA) POWER
N(rpm) P(W)

40[" 200 [ 1000 [ 075 [
36 180 [ 900 | 067
32[" 160 [ 800 | 060 |
28 140 [ 700 [ 052
24 120 600 0.45
20 [ 100 500 038
16 80 [ 400 [ 030 [

12 60 300 0.23

8 40 200 0.15

4 20 [ 100 [ 008

! ! ! ! gom

0 0 0 " 0.00
0.0 425.0 849.9 1274.9 1699.9 21249
0.00 4165 83.29 124.94 166.59 208.24

\ \ \ \ \ )

1mNm = 10.197g-cm, 1g-cm = 0.098mNm
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